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STANDARDIZATION: MEASURE AND RECORD SUM OF ALL DETECTORS, S TOt 
OUTER DETECTORS, Soo, AND INNER DETECTORS, Sj 0 , WITH NO WEB PRESENT 
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OBTAIN MEASUREMENTS. FOR I st ARRAY OF CALIBRATION SAMPLES: 
S T W; S 0 (x) ; SjWWHERE x - 1 T0I5 
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COMPUTE FRACTIONAL TRANSMISSION FOR I s * ARRAY OF CALIBRATION j 



SAMPLES: T T (x); T Q (x) J, (x) 
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| CURVE FIT AND GENERATE CALIBRATION CONSTANTS (K TO ,K TI ,..,K TI4 ) 1 



COMPUTE EFFECTIVE ABSORPTION COEFFICIENT ARRAYS: 
U-rtxnUoWjUxW 
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COMPUTE SENSOR AREA WEIGHT FOR I st ARRAY OF CALIBRATION SAMPLES: 
SWTtH SWToWSWT^) WHERE WT(X)«SWT T (x)«SWToM«SWT r Cx) 
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OBTAIN MEASUREMENTS FOR 2 nd ARRAY OF CALIBRATION SAMPLES; 
S'tM; S'o(x); S WHERE x ■ I TO 15 
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COMPUTE UNCORRECTED. SENSOR AREA WEIGHTS FOR 2 N0 ARRAY OF 
CALIBRATION SAMPLES: S'Wt T , S' Wt 0 , S'Wt , WHERE $rWt T *8Mt 0 *$W, 
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| GENERATE CORRECTION CONSTANTS AND COMPOSITION CORRECTION (CO 1 
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COMPUTE CORRECTED BASIS WEIGHT: 
CWt' ( x)=S , Wt T (x)-[a*b*C(xKc*C(x) 2 + d*C(xf] 
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COMPOSITION CORRECTION 
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